
 

 

 

 

 

 

 

 

 

 

 

Premier Elite 88 (CAC0063) 
 

Features: 

A complete range of commercial grade, expandable, communicating 

control panels featuring integration compatibility with leading access control, 
CCTV, home automation and managed alarm-signalling providers. Each 

Premier Elite control panel shares the same programming platform and 
peripheral devices, ensuring instant product familiarity across the range. 

 
Elite 88 

On Board Zones 8 

Expandable Zones upto 88 

Network Port 1 

Keypad Support Upto 8 

Support Expander 8 

Output Module 4 

Area 8 

User Code 100 

Event Log 1000 

Panel Output 5 

Power Supply 2.5Amp 



 
 

Technical Specifications: 

Electrical: 
✓ Mains Supply Voltage: 230VAC (±10%) 

✓ Current Consumption: 125mA 

✓ Remote Keypads: upto 8 

✓ Expanders: upto 8 

✓ Output Modules: upto 5 

✓ Zones: 8 expandable to 88 

 

Environmental: 
✓ Operating Temperature -10°C (+14°F) to +55°C (+131°F) 

✓ Storage Temperature -20°C (-4°F) to +60°C (+140°F) 

✓ Maximum Humidity 95% non-condensing 

✓ EMC Environment Residential, Commercial, Light Industrial 

 

Physical: 
✓ Housing 1mm Mild Steel 

✓ Dimensions (W x H x D) 315mm x 415mm x 100mm 

✓ Battery Compartment Upto one 18Ah battery 

✓ Packed Weight 4.5 Kg (Approx.) 
 

 

 

 

 

 

 

 

 

 

 

 

 

 
 


